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16.93%

Powerguard Insurance
Global Coverage

The power output shall not be less than 96.5% of the 
minimum power output stated in the product data sheet
in the first year of the product’s life cycle. The loss of power 
output shall not exceed 0.7% per year thereafter, ending
with 80.7% in the 25th year.
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China Sunergy Co.,  Ltd. designs, manufactures and delivers high effciency solar cell and
modules to the world from its production centers based in Chian, Turkey, South Korea and
Vietnam.

Founded in 2004, China Sunergy is well know for its advanced solar cell technology,
reliable product quality, and excellent customer service.

As one of leading PV enterprises, China Sunergy has delivered more than 4.0GW of solar
products to residential, commercial, utility and off-grid projects all around the word 



1640x990x35mm(LxWxH)

18.3kg
Anodiz

Rated current 13A, IP 67,TUV&UL
Length 900mm,1x4mm 2

Maximum surfaceload
Application class

Safety class

Hail

CSUN265-60M-BB

265

38.2

8.98

31.0

8.55

16.32%

CSUN270-60M-BB

270

31.2

CSUN275-60M-BB

275

38.5

9.13

31.3

8.79

16.93%

38.3

9.07

8.65

16.63%

CSUN265-60M-BB

195

35.2

7.28

28.6

6.82

CSUN270-60M-BB

198

35.3

7.36

28.8

6.88

CSUN275-60M-BB

202

35.5

7.42

29.0

6.96
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